






FEMALE  x  SWEAT  BALL  VALVE

8

LEGEND  MODEL  T-11007 is the same construction as our T-1002
ball valve except with female x sweat ends. They are designed to
connect boilers to copper tube. Their full port allows for a maximum
of flow and a minimum of pressure drop or turbulence. The stem is
sealed with an adjustable gland follower and is a blowout proof
design.

FULL  PORT
FORGED  BRASS ISO-99002

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT STEEL

HANDLE STEEL

PACKING NUT FORGED BRASS

STEM PACKING TEFLON*

STEM FORGED BRASS

BALL CHROME PLATED
BRASS

SEATS TEFLON*

BODY FORGED BRASS

END ADAPTER FORGED BRASS

PPRREESSSSUURREE  RRAATTIINNGG
600 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//2�� 11..9944 11..5500 ..5500 33..3311 1100
3//4�� 22..5566 11..8877 ..7788 44..6688 2266
11�� 33..0066 22..1122 ..9988 44..6688 4488

BALL  VALVE  GAUGE  COCKS
LEGEND  MODELS  T-8800T  and  T-9900MxF-TT ball valve gauge cocks
are constructed of heavy duty forged brass. They are designed to
replace the traditional plug valve design and have the following
advantages:
� 400 WOG pressure rating
� Always easily hand operable
� No bottom nut to tighten
� Seats and packing instead of grease creating the seal
� The valve cannot be �blown-out�
The T-800T and T-900MxF-T series ball valves feature a low-lead brass
alloy that meets the requirements of NSF 61 Section 8 for lead leaching
as specified in the Safe Drinking Water Act.

FORGED  BRASS
I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT DACROMET
COATED STEEL

T-HANDLE ALUMINUM

ANTI-FRICTION TEFLON*
WASHER

STEM O-RING VITON

THRUST WASHER TEFLON*

STEM FORGED BRASS

BALL CHROME PLATED
BRASS

SEATS TEFLON*

BODY FORGED BRASS

END ADAPTER FORGED BRASS

PPRREESSSSUURREE  RRAATTIINNGG
400 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  112255  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC..VV..****
SSIIZZEE

1//8��  TT-880000TT 11..3344 11..5544 55..00
1//4��  TT-880000TT 11..3344 11..6600 77..6688

1//8��  TT-990000MMxxFF-TT 11..3355 11..8800 77..00
1//4��  TT-990000MMxxFF-TT 11..3355 11..8800 77..6688
3//8��  TT-990000MMxxFF-TT 11..8888 22..1155 77..7799
1//2��  TT-990000MMxxFF-TT 22..0000 22..5500 1111..8877
3//4��  TT-990000MMxxFF-TT 22..3300 22..9900 2211..4411
11��    TT-990000MMxxFF-TT 22..9900 33..3333 4422..22

MODEL
T-11007

MODEL
T-8800T

MODEL
T-9900MxF-TT

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

ISO-99002



BALL  BOILER  DRAINS  &  SILLCOCKS
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LEGEND  MODEL  R931  BOILER  DRAINS  and  R939  SILLCOCKS
are the first major innovation in plumbing valves in decades. The
unique 2-piece design is accomplished by attaching the ball to the
handle-stem which is then assembled to the valve body. The Nitrile
rubber seats are affixed to the ball itself. The ball design allows for
1/4-turn operation and a useful life many times greater than
traditional globe-type plumbing valves. They have been life cycle
tested to 12,000 operations.

FORGED  BRASS

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL
BODY FORGED BRASS

O-RING NBR

LEVER-BALL FORGED BRASS

LEVER-BALL SEALS NBR

PPRREESSSSUURREE  RRAATTIINNGG
150 P.S.I. W.O.G.
@200oF

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC..VV..****
SSIIZZEE

1//2��  RR993311 11..3300 22..6644 77..22

3//4��  xx  1//2��  RR993399 22..1111 22..6666 77..00

BALL  HOSE  BIBB

LEGEND  MODELS  T-5537  &  T-5540 ball hose bibbs are constructed
of heavy-duty forged brass. The ball design is an ideal replacement
for the traditional globe-type boiler drain, sillcock, or hose bibb.
Because of the frequency of operation, the globe design in this
application will wear out quickly. This design has been life cycle
tested at 380,000 operations.

*1/2" T-537 has combination 1/2"  M.I.P. and 1/2" solder inlet
connection.

FORGED  BRASS
I.P.S.  x  HOSE

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT COATED STEEL

HANDLE (T-537) ALUMINUM

HANDLE (T-540) DACROMET
COATED STEEL

SEAT TEFLON*

SEAT #2 NEOPRENE

BODY FORGED BRASS

PPRREESSSSUURREE  RRAATTIINNGG
200 W.O.G. NON-SHOCK

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE)

1//2��  TT-553377 ..7755 33..3300 11..2244 22..5500 77..55
3//4��  TT-553377 ..7755 33..7700 11..3333 22..5500 1122..88

3//4��  TT-554400 ..7755 33..7700 11..2255 22..1155 1122..88

MODEL
R931

MODEL
R939

MODEL
T-5540

MODEL
T-5537

DDIISSCCOONNTTIINNUUEEDD

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

ISO-99002

ISO-99002



BALL VALVE BENT NOSE GARDEN VALVE

LEGEND MODEL T-538 ball valve bent nose garden valve is

constructed of heavy-duty forged brass. The ball design is an ideal

replacement for the traditional globe type in this application.

Because of the frequency of operation the globe design will

wear-out quickly. The T-538 has been life cycle tested at 380,000

operations.

FORGED BRASS
I.P.S. x HOSE ISO-9002

MODEL
T-538

MATERIAL SPECIFICATION
PART MATERIAL

HANDLE ALUMINUM

FIXING RING PHOSPHOR BRONZE

O-RING NBR

STEM FORGED BRASS

BALL CHROME PLATED

BRASS

SEATS NBR

BODY FORGED BRASS

FIXING SCREW STAINLESS STEEL

PRESSURE RATING
200 W.O.G. NON-SHOCK

DIMENSIONS IN INCHES
VALVE A B C
SIZE

3/4” 2.88 2.80 1.43

BALL VALVE ACCESSORIES

A

C

B

LEGEND LOCKING DEVICES are for use on models, T/S-1004, T/S-1001,T-1009,

T-900MxF, T-806 and T/S-1100 series ball valves. The locking device is easily

inserted beneath the handle and prevents tampering in either the open or closed

position with the addition of a padlock.

LOCKING DEVICE LEGEND MEMORY STOPS are for use on models, T/S-1004, T/S-1001,
T-1009, T-900MxF, T-806 and T/S-1100 series ball valves. The memory stop is
inserted beneath the handle and is easily adjusted to any desired flow rate.

LEGEND STEM EXTENSIONS are for use on models, T/S-1004, T/S-1001, T-
1009, T-900MxF, T-806 and T/S-1100 series ball valves. The stem extension is
inserted easily beneath the handle. Ideal for applications on insulated pipe.

LEGEND LEVER AND TEE HANDLES are for use on models, T/S-1004, T/S-
1001, T-1009, T-900MxF, T-806 and T/S-1100 series ball valves. The tee handle is
ideally suited for use in confined areas.

MEMORY STOPS

STEM EXTENSION

LEVER HANDLE

TEE HANDLE

EXTENSION HANDLE

LEGEND EXTENSION HANDLES are for use on models, T/S-1004, T/S-1001, T-
1009, T-900MxF, T-806 and T/S-1100 series ball valves. The extension handle
replaces the conventional lever handle and stem extension for use on insulated
pipe.



3  PIECE  STAINLESS  STEEL  BALL  VALVE
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LEGEND  MODEL  T-7717 ball valves are constructed of investment
cast 316 stainless steel. They are designed for industrial use on a
wide range of fluid handling applications. The 3-piece lift-out design
is ideal for easy maintenance. The latch-lock handle accessory is
standard. The full port allows for a maximum of flow and a minimum
of pressure drop. The stem is bottom loaded, blowout proof design.

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C,  TYPE  II
COMPOSITION:  SS,  STYLE  I  AND  MSS  SP-1110.

INVESTMENT  CAST
FULL  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING NUT 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS TEFLON*

STEM 316 SS

BALL 316 SS

BODY 316 SS

END ADAPTER SEALS TEFLON*

END ADAPTERS 316 SS

BOLTS 304 SS

BOLT NUTS 304 SS

LATCH-LOCK 304 SS

PPRREESSSSUURREE  RRAATTIINNGG
1000 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 22..2255 11..7733 ..4477 33..9944 66..00
3//8�� 22..2255 11..7733 ..5500 33..9944 1122..00
1//2�� 22..5544 11..9977 ..5599 44..5533 1199..00
3//4�� 33..0077 22..1133 ..7799 44..5533 3377..00
11�� 33..4477 22..6600 11..0000 44..9933 6644..00

111//4�� 44..1122 22..7744 11..2266 44..9933 110033..00
111//2�� 44..7711 33..3311 11..5500 66..3300 114433..00
22�� 55..2266 33..6633 22..0000 66..3300 336600..00

2  PIECE  STAINLESS  STEEL  BALL  VALVE

LEGEND  MODEL  T-7712 ball valves are constructed of investment
cast 316 stainless steel. They are designed for commercial and
industrial use on a wide range of fluid handling applications. The
stem is bottom loaded, blowout proof design. The full port allows for
a maximum of flow and a minimum of pressure drop. The latch-lock
handle accessory is standard. Also equipped with tapped mounting
pad for actuators (1/4"-1": UNC 3/16 -24 and 11/4"-3": UNC 1/4-20)

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C,TYPE  II
COMPOSITION:  SS,  STYLE  3  AND  MSS  SP-1110.

INVESTMENT  CAST
FULL  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING NUT 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS TEFLON*

STEM 316 SS

BALL 316 SS

BODY 316 SS

END ADAPTER SEAL TEFLON*

END ADAPTER 316 SS

LATCH-LOCK 304 SS

PPRREESSSSUURREE  RRAATTIINNGG
1000 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 22..0099 11..7733 ..4422 33..9944 66..00
3//8�� 22..0099 11..7733 ..5500 33..9944 1122..00
1//2�� 22..3366 11..9977 ..5599 44..5533 1199..00
3//4�� 22..7722 22..1133 ..7799 44..5533 3377..00
11�� 33..2277 22..5566 11..0000 44..9933 6644..00

111//4�� 33..6633 22..7766 11..2266 44..9933 110033..00
111//2�� 44..3377 33..3311 11..5500 66..3300 114433..00
22�� 44..9933 33..6633 22..0000 66..3300 336600..00

221//2�� 66..4422 44..5533 22..5566 99..0066 444400..00
33�� 66..9977 44..9966 33..1155 99..0066 558800..00
44�� 99..1177 77..0099 33..9944 1111..4422 882200

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

MODEL
T-7717

MODEL
T-7712

*DUPONT REG. T.M.

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

ISO-99002

ISO-99002



2  PIECE  STAINLESS  STEEL  BALL  VALVE
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LEGEND  MODEL  T-7715 ball valves are constructed of investment
cast 316 stainless steel. They are designed for commercial and
industrial use on a wide range of fluid handling applications. The
stem is bottom loaded, blow-out proof design. The seats are 15%
glass fiber reinforced Teflon. The handle comes standard with a
latch-lock design. Also equipped with tapped mounting pad for
actuators (1/4"-1": UNC 3/16 -24 and 11/4"-2": UNC 1/4-20)

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C  TYPE  II  
COMPOSITION:  SS,  STYLE  3  AND  MSS  SP-1110.

INVESTMENT  CAST
LARGE  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING NUT 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS 15% GLASS FIBER
REINFORCED TEFLON*

STEM 316 SS

BALL 316 SS

BODY 316 SS

END ADAPTER SEAL TEFLON*

END ADAPTER 316 SS

LATCH-LOCK 304 SS

PPRREESSSSUURREE  RRAATTIINNGG
2000 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 22..0055 22..1177 ..3388 33..9944 88..00
3//8�� 22..0055 22..1177 ..4466 33..9944 88..00
1//2�� 22..5522 22..2288 ..5500 33..9944 88..00
3//4�� 22..8800 22..3366 ..5599 55..1122 88..00
11�� 33..3399 22..5522 ..7799 55..1122 1122..00

111//4�� 33..7700 22..6600 11..0000 66..5500 3322..00
111//2�� 44..0022 33..1111 11..2266 66..5500 5566..00
22�� 44..6611 33..2277 11..5500 77..4488 8811..00

1  PIECE  STAINLESS  STEEL  BALL  VALVE

LEGEND  MODEL  T-7710 ball valves are constructed of investment
cast 316 stainless steel. They are designed for industrial use on a
wide range of fluid handling applications. They are an excellent
competitive alternative where port size is not critical. The latch-lock
handle accessory is standard. The stem is bottom loaded, blowout
proof design.

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C,  TYPE  II  
COMPOSITION:  SS,  STYLE  3  AND  MSS  SP-1110.

INVESTMENT  CAST
CONVENTIONAL  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING GLAND 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS TEFLON*

STEM 316 SS

BALL 316 SS

BODY 316 SS

SEAT RETAINER 316 SS

LATCH LOCK 304 SS

PPRREESSSSUURREE  RRAATTIINNGG
800 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//8�� 11..5577 11..1144 ..119977 22..4433 11..00

1//4�� 11..5599 11..5500 ..119977 22..7755 11..00
3//8�� 11..7755 11..4466 ..227755 33..2255 22..55
1//2�� 22..2233 11..7733 ..335555 33..9900 55..55
3//4�� 22..1111 11..8855 ..449933 44..0000 1100..00
11�� 22..8822 22..0000 ..559911 44..5500 1155..55

111//4�� 33..0099 22..1133 ..778888 44..5500 2200..00
111//2�� 33..2299 22..6644 11..3388 55..4455 3377..00
22�� 33..9944 33..0077 11..2255 55..5500 6600..00

MODEL
T-7715

MODEL
T-7710

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

ISO-99002

ISO-99002

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.



BALL  VALVE  GAUGE  COCKS
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LEGEND  MODELS  T-7710T  and  T-7710MxF-TT ball valves are
designed to replace the traditional plug valve design. They are
constructed of 316 stainless steel and their T-handles do not
obscure the gauge face. They have the following advantages over
the plug design:
� 800 WOG pressure rating
� Always easily hand operable
� No bottom nut to tighten
� Seats and packing instead of grease creating the seal
� The valve cannot be �blown-out�

STAINLESS  STEEL
I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING GLAND 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS TEFLON*

STEM 316 SS

BALL 316 SS

BODY 316 SS

SEAT RETAINER 316 SS

PPRREESSSSUURREE  RRAATTIINNGG
800 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 11..6644 11..1199 ..2200 00..9977 11..00

1//4�� 11..5599 11..1199 ..119977 00..9977 11..00

2  PIECE  CARBON  STEEL  BALL  VALVE

LEGEND  MODEL  T-7725 ball valves are constructed of investment
cast carbon steel. They are designed for commercial and industrial
use on a wide range of fluid handling applications. The stem is
bottom loaded, blowout proof design. The seats are 15% glass fiber
reinforced Teflon. The handle comes standard with a
latch-lock design. Also equipped with tapped mounting pad for
actuators (1/4"-1": UNC 3/16 -24 and 11/4"-2": UNC 1/4-20)

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C,  TYPE  II
COMPOSITION:  CS,  STYLE  3  AND  MSS  SP-1110.

INVESTMENT  CAST
LARGE  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING NUT 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

SEATS 15% GLASS FIBER
REINFORCED TEFLON*

STEM 316 SS

BALL 316 SS

BODY CARBON STEEL

END ADAPTER SEAL TEFLON*

END ADAPTER CARBON STEEL

LATCH LOCK 304 SS

PPRREESSSSUURREE  RRAATTIINNGG
2000 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 22..0055 22..1177 ..3388 33..9944 88..00
3//8�� 22..0055 22..1177 ..4466 33..9944 88..00
1//2�� 22..5522 22..2288 ..5500 33..9944 88..00
3//4�� 22..8800 22..3366 ..5599 55..1122 88..00
11�� 33..3399 22..5522 ..7799 55..1122 1122..00

111//4�� 33..7700 22..6600 11..0000 66..5500 3322..00
111//2�� 44..0022 33..1111 11..2266 66..5500 5566..00
22�� 44..6611 33..2277 11..5500 77..4488 8811..00

MODEL
T-7710T

MODEL
T-7710MxF-TT

MODEL
T-7725

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

D

B

A

ISO-99002

ISO-99002



1  PIECE  CARBON  STEEL  BALL  VALVE
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LEGEND  MODEL  T-7720 ball valves are constructed of high tensile
strength carbon steel with a stainless steel ball and stem. They are
designed for commercial and industrial use on a wide range of fluid
handling applications. The stem is bottom loaded, blowout proof
design. They are an excellent competitive alternative where port
size is not critical.

CONFORMS  TO  FEDERAL  SPECIFICATION  WW-VV-335C,  TYPE  II
COMPOSITION:  CS,  STYLE  3  AND  MSS  SP-1110.

BAR  STOCK
CONVENTIONAL  PORT  I.P.S.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE NUT 304 SS

HANDLE 304 SS

PACKING GLAND 304 SS

GLAND NUT 304 SS

WASHER 304 SS

STEM PACKING TEFLON*

THRUST WASHER TEFLON*

CAP SEAT TEFLON*

STEM 304 SS

BALL 304 SS

BALL SEAT TEFLON*

BODY CARBON STEEL

SEAT RETAINER CARBON STEEL

PPRREESSSSUURREE  RRAATTIINNGG
1/4�-1� 2000 W.O.G. NON-SHOCK
11/4�-2� 1500 W.O.G. NON-SHOCK

AAllll  ssiizzeess  rraatteedd::  115500  WW..SS..PP..

*DUPONT REG. T.M.

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD CC..VV..****
SSIIZZEE

1//4�� 11..6622 11..1188 ..2200 22..3366 11..00
3//8�� 11..8855 11..1188 ..2288 33..1155 22..55
1//2�� 22..2211 22..5522 ..3355 33..5555 55..55
3//4�� 22..5566 22..6600 ..5500 33..9944 1100..00
11�� 33..0033 22..6688 ..5599 44..3333 1155..55

111//4�� 33..5555 22..8800 ..7799 44..3333 2200..00
111//2�� 33..8866 22..9955 ..9988 55..1122 5566..00
22�� 44..3333 33..1155 11..2266 55..1122 8811..00

MODEL
T-7720

**The CV Factor is the gallons of water per minute passed through the valve with a 1 PSI pressure drop.

D

B

C

A

ISO-99002



BLUE  TOP  GAS  BALL  VALVES

LEGEND  MODEL  T-33000 Blue Top gas ball valves are constructed
of heavy duty forged brass and have a patented one-piece design.
They are CSA certified for use with natural, manufactured, mixed,
liquified petroleum and LP gas/air mixtures. This certification cov-
ers:
� ANSI standard Z21.15 for use as a gas appliance connector

valve (1/2 lb. system)
� CSA 3-88 for use in house piping systems (2 lb. system).
� UL listed 757X for fire protection service.
FOR  A  1"  THROUGH  3"  CSA  CERTIFIED  GAS  BALL  VALVE  USE
LEGEND  MODEL  T-11001  BALL  VALVES.

ISO-99002

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL

HANDLE ALUMINUM

STEM FORGED BRASS

FIXING RING PHOSPHOR BRONZE

O-RING NITRILE RUBBER

2ND-SEAL FIBER

BALL CHROME PLATED
BRASS

SEATS NITRILE RUBBER

BODY FORGED BRASS

WASHERS BRASS

HANDLE SCREW STEEL

PPRREESSSSUURREE  RRAATTIINNGG
175 W.O.G. NON-SHOCK

DIMENSIONS IN INCHES
VVAALLVVEE AA BB CC BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

3//8�� 11..9966 11..3333 11..4411 229900,,000000
1//2�� 22..3322 11..3311 11..4411 229900,,000000
3//4�� 22..4488 11..5500 22..0000 772266,,880000

BLUE  TOP  WITH  SIDE  TAP

LEGEND  MODEL  T-33100 Blue Top gas ball valve is the same
construction as the T-3000 but is equipped with a 1/8" NPT side tap.
A manometer can be attached to the side tap allowing line pressure
to be tested at the valve eliminating the need for a test tee and the
labor cost to install it.
� ANSI standard Z21.15 for use as a gas appliance connector

valve (1/2 lb. system)
� CSA 3-88 for use in house piping systems (2 lb. system).
� UL listed 757X for fire protection service.

MMAATTEERRIIAALL  SSPPEECCIIFFIICCAATTIIOONN
PART MATERIAL
PLUG FORGED BRASS

HANDLE ALUMINUM

STEM FORGED BRASS

FIXING RING PHOSPHOR BRONZE

O-RING NITRILE RUBBER

2ND-SEAL FIBER

BALL CHROME PLATED
BRASS

SEATS NITRILE RUBBER

BODY FORGED BRASS

WASHERS BRASS

HANDLE SCREW STEEL

PPRREESSSSUURREE  RRAATTIINNGG
175 W.O.G. NON-SHOCK

DIMENSIONS  IN  INCHES
VVAALLVVEE AA BB CC DD BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

1//2�� 22..3355 11..2255 11..4411 ..7788 229900,,000000
3//4�� 22..6688 11..4477 22..0000 11..0066 772266,,880000
11�� 33..0099 11..9955 33..7744 11..2222 11,,119922,,000000

3//8��FFLL  xx  3//8��FFLL 22..9988 11..3300 11..4411 ..8833 110022,,880000
1//2��FFLL  xx  1//2��FFLL 22..9922 11..3300 11..4411 ..8855 110099,,660000

T-33000
LEVER  HANDLE

T-33002
SQUARE  HEAD

T-33001
T-HHANDLE

MODEL
T-33100

CC

CC

DD

FORGED  BRASS
I.P.S.  AND  FLARE ISO-99002

15



FLARE  x  F.I.P.  BLUE  TOP/ANGLE

16

ISO-99002

DIMENSIONS IN INCHES
VVAALLVVEE AA BB CC DD BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

3//8��FFLL  xx  1//2��FFIIPP 22..3355 11..3300 ..339944 11..4411 8888,,990000
1//2��FFLL  xx  1//2��FFIIPP 22..4466 11..3300 ..339944 11..4411 226600,,000000
1//2��FFLL  xx  3//4��FFIIPP 22..5533 11..4466 ..559911 22..0011 224433,,660000

5//8��((15//16-1166))FFLL  xx  1//2��FFIIPP 22..8811 11..4466 ..559911 22..0011 226600,,000000
5//8��((7//8-1144))FFLL  xx  3//4��FFIIPP 22..8811 11..4466 ..559911 22..0011 223377,,334466
5//8��((15//16-1166))FFLL  xx  3//4��FFIIPP 22..8811 11..4466 ..559911 22..0011 223377,,334466
3//8��((9//16-2244))FFLL  xx  1//2��FFIIPP 22..3355 11..3300 ..339944 11..4411 8888,,990000

AANNGGLLEE
3//8��FFLL  xx  1//2��FFIIPP 11..7733 11..3300 ..339944 11..4411 8888,,990000
5//8��((15//16-1166))FFLL  xx  3//4��FFIIPP 22..0022 11..4422 ..559911 22..0011 223377,,334466

FLARE  x  M.I.P.  BLUE  TOP ISO-99002

DIMENSIONS IN INCHES
VVAALLVVEE AA BB CC DD BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

3//8��FFLL  xx  1//2��MMIIPP 22..4422 11..3300 ..339944 11..4411 8888,,990000
1//2��FFLL  xx  1//2��MMIIPP 22..5533 11..3300 ..339944 11..4411 226600,,000000

FLARE  x  FLARE  BLUE  TOP ISO-99002

DIMENSIONS IN INCHES
VVAALLVVEE AA BB CC DD BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

3//8��FFLL  xx  3//8��FFLL 22..6699 11..3300 ..339944 11..4411 110022,,880000
1//2��FFLL  xx  1//2��FFLL 22..6622 11..3300 ..339944 11..4411 110099,,660000
5//8��FFLL  xx  5//8��FFLL 33..0033 11..4466 ..559911 22..0011 447799,,770000

TEXAS  PATTERN  BLUE  TOP ISO-99002

DIMENSIONS IN INCHES
VVAALLVVEE AA BB CC DD BBTTUU
SSIIZZEE CCAAPPAACCIITTYY

1//2��  xx  1//8��BBAARRBB 22..9966 11..3344 ..339944 11..4411 7744,,000000
3//4��  xx  1//8��BBAARRBB 33..0099 11..3344 ..339944 22..0011 7744,,000000




